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Inner height (D) 37 mm
Construction by sidebands with
antifriction pivot.
Cover removable from inner radius.
Movable separators can be installed to
create different compartments.

SR660A
Nylon Cable Chain

Technical characteristics 
when self-supported

Speed 6 m/s
Acceleration 30 m/s2

For higher requirements please consult our 
technical dept.

Separator
- Unassembled Part. no S660A
- Assembled Part. no S660AMC

Part. no
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Length of chain (L)

Half travel distance

plus lenght of curve (M)
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A B C D R Weight/m Chain
mm mm mm mm mm Kg Part Number
75 55 50 37 100-150-200-250 1,51 SR660A050          *
86 55 61 37 100-150-200-250 1,51 SR660A061          *
100 55 75 37 100-150-200-250 1,59 SR660A075          *
106 55 81 37 100-150-200-250 1,61 SR660A081          *
120 55 95 37 100-150-200-250 1,66 SR660A095          *
125 55 100 37 100-150-200-250 1,66 SR660A100          *  
132 55 107 37 100-150-200-250 1,69 SR660A107          *
142 55 117 37 100-150-200-250 1,71 SR660A117          *
150 55 125 37 100-150-200-250 1,76 SR660A125          *
161 55 136 37 100-150-200-250 1,80 SR660A136          *
175 55 150 37 100-150-200-250 1,84 SR660A150          *
200 55 175 37 100-150-200-250 1,93 SR660A175          *
225 55 200 37 100-150-200-250 2,02 SR660A200          *
236 55 211 37 100-150-200-250 2,06 SR660A211          *
250 55 225 37 100-150-200-250 2,11 SR660A225          *
277 55 252 37 100-150-200-250 2,21 SR660A252          *
286 55 261 37 100-150-200-250 2,24 SR660A261          *
337 55 312 37 100-150-200-250 2,43 SR660A312          *
359 55 334 37 100-150-200-250 2,52 SR660A334          *
387 55 362 37 100-150-200-250 2,61 SR660A362          *

*Complete the code by inserting the value of the radius (R): Ex. SR660A050 1 5 0
Chain equipped with aluminium rods every pitch: complete the code by inserting the letter D.
Ex. SR660A050150  D
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End Brackets
The end brackets set allows the
two ends of the chain to be
attached to the equipment.
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max unsupported length

Fig. A

End brackets can be mounted in
any position. (Fig. A)

Chain End Brackets 
Type                Set
SR660A...       AN660AKM

Nylon Type
Part Numbers
Complete Set Assembled

Chain End Brackets 
Type                Set
SR660A...       AN660AK

Complete Set Unassembled

Chain Tiewrap Clamp
Type                Part Number
SR660A...   SFC660A           *

Tiewrap Clamp

*Complete the code by inserting the
value or the quote (C).

For further information please
consult Brevetti Stendalto’s
Technical Office

SR660A
Nylon Cable Chain

How to open the cover.

Special tool to remove the
connecting pivots:
part number PZ010.

Chain F
mm

SR660A C=50 61
SR660A C=61 72
SR660A C=75 86
SR660A C=81 92
SR660A C=95 106
SR660A C=100 111
SR660A C=107 118
SR660A C=117 128
SR660A C=125 136
SR660A C=136 147
SR660A C=150 161
SR660A C=175 186
SR660A C=200 211
SR660A C=211 222
SR660A C=225 236
SR660A C=252 263
SR660A C=261 272
SR660A C=312 323
SR660A C=334 345
SR660A C=362 373

Self-Supporting 
Capacity Diagram
The maximum length of the
self-supporting capacity
in relationship to the weight
of the cables and hoses
contained per linear metre.
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For applications with 
and weights not included in
the area of the diagram
showing self-supporting
capacity, verify the possible
use of support rollers (see
page 30).
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